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1. Project Name:  Agana SBH 
 
 
2. Date of Inspection:  June 6, 2002  
 
 
3. Inspection Personnel: 
 
  Name   Agency/Office   Telephone No. 
 
a.  Dan Meyers   COE     438-8875  
 
 
4. Discussion: 
 
The overall condition of the project is good.   

 
Revetted Mole (RM), 1,135 LF, I was unable to inspect 100% of the RM 
due to well-established trees and other vegetation on the splash apron, 
harborside (HS), of the crest.  The oceanside (OS) of the RM is in good 
condition. 

 
The West Breakwater, 525 LF, has minor deficiencies. 
 
The East Breakwater, 150 LF, (Actual Length 190 LF) has minor 
deficiencies. 
 
Wave Absorber, 250 LF, has minor deficiencies. 
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REVETTED MOLE - 1,135 LF 
Sta. 0+00 to Sta. 11+35: 
 

 
 

 a.  Sta. 0+00 to Sta. 11+35, HS, Overview of vegetation to be 
removed. 
 
 
 
 

 
 
 b.  Sta. 0+00, Centerline Crest (CL), Remove vegetation on the HS. 
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 c.  Sta. 0+85, CL, Monitor bridging armor stone. 
 
 
 
 
 

 
 
 d.  Sta. 1+60, HS, Remove trees / vegetation. 
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 e.  Sta. 2+90, HS, Typical Ironwood tree to be removed. 
 
 
 
 
 

 
 
 f.  Sta. 3+20, OS, Monitor flipped armor stone. 
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 g.  Sta. 4+20, HS, Typical of heavy vegetation to be removed. 
 
 
 
 

 
 

 h.  Sta. 4+63, CL, Monitor armor stone resting on crest, no obvious 
voids. 
 
 
 

 - 5- 



 

O & M INSPECTION REPORT FOR NAVIGATION PROJECTS 
Honolulu Engineer District 
CEPOH-EC-T Agana02rpt-sbh.doc

 

 
 

 i.  Sta. 5+13, HS, Remove tree. 
 
 
 
 
 

 
 

 j.  Sta. 5+40, HS, Overview of structure w/less vegetation. 
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 k.  Sta. 5+87, HS, Reference photo. 
 
 
 
 

 
 

 l.  Sta. 7+57, CL/HS, Reference photo. 
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 m.  Sta. 9+25, CL, Monitor slight settling of crest. 
 
 
 
 

 
 

 n.  Sta. 9+30, HS, Reference photo. 
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 o.  Sta. 9+30, CL, Overview, reference photo. 
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WEST BREAKWATER - 525 LF 
Sta. 0+00 to Sta. 5+25: 
 

 
 
 a.  Sta. 0+00 to Sta. 5+25, Overview. 
 
 
 
 

 
 
 b.  Sta. 0+25, CL, Overview, reference photo. 
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 c.  Sta. 2+38, CL, 1 ea. split armor stone. 
 
 
 
 

 
 
 d.  Sta. 2+83, HS, Monitor 2 ea. dislodged armor stones, approx. 3’ 
from the toe of the structure. 
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 e.  Sta. 3+20, HS, Monitor 1 ea. dislocated toe armor stone. 
 
 
 
 
 
 

 
 

 f.  Sta. 3+80, HS, Monitor 2 ea. dislocated toe armor stones. 
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 g.  Sta. 4+82, HS, Monitor 2 ea. dislocated toe armor stones and 
void, no underlayer visible. 
 
 
 
 
 

 
 

 h.  Sta. 5+25, Head, No damage, reference photo. 
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EAST BREAKWATER - 150 LF 
Sta. 0+00 to Sta. 1+90: 
 

 
 
 a.  Sta. 0+00 to Sta. 1+90, Overview. 
 
 
 
 
 

 
 
 b.  Sta. 0+00, HS, Overview reference photo. 
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 c.  Sta. 0+00, OS, Overview reference photo. 
 
 
 
 

 
 
 d.  Sta. 0+82, CL, Monitor void, underlayer exposed. 
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 e.  Sta. 1+06, CL, 1 ea. armor stone resting on crest (might be 
from void at Sta. 1+12). 
 
 
 
 

 
 
 f.  Sta. 1+12, OS, Monitor void. 
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 g.  Sta. 1+28, HS, 1 ea. dislodged armor stone resting approx. 3’ 
from the toe of the structure. 
 
 
 
 

 
 
 h.  Sta. 1+40, CL, Monitor slight depression and void. 
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 i.  Sta. 1+58, HS, Monitor flattening of sideslope. 
 
 
 
 

 
 

 j.  Sta. 1+96, Head, Overview reference photo. 
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WAVE ABSORBER - 250 LF 
Sta. 0+00 to Sta. 2+50: 
 

 
 

 a.  Sta. 0+00 to Sta. 2+50, Overview reference photo. 
 
 
 
 

 
 
 b.  Sta. 0+00, Reference photo. 
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 c.  Sta. 0+30, CL, 1 ea. armor stone resting on crest, no obvious 
void. 
 
 
 

 
 
 d.  Sta. 0+35, HS, Overview reference photo. 
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 e.  Sta. 1+03, CL, Old sign frame, reference photo. 
 
 
 
 

 
 
 f.  Sta. 1+20, Remove trees. 
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 g.  Sta. 1+65, HS, Monitor 2ea. armor stones resting on sideslope. 
 
 
 
 
 
 

 
 

 h.  Sta. 1+70, Remove trees. 
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 i.  Sta. 2+25, Light Post, reference photo. 
 
 
 
 

 
 

 j.  Sta. 2+40, HS, Monitor 1 ea. flipped armor stone. 
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 k.  Sta. 2+50, End of project reference photo. 
 
 
 
 
5. Findings/Conclusions: 
 
Immediate attention should be given to vegetation removal from both the 
revetted mole and the wave absorber structures. 
 
 
 
  
 
 

 

 
 
 
 

 Signed:  _____________________________ 
Dan Meyers, CEPOH-EC-T 

 
 
 

Signed: _____________________________ 
      Jim Pennaz P.E., Ch, CEPOH-EC-T 
 
Additional Photos 
Project Index Map 
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